
安防业务
门禁
T 系列读卡器

标准特点概述

应用

TM GE Transition Mini-Mullion 

Mini-Mullion 

·  100  125 kHz  GE  HID 

·  200  13.56MHz  Mifare  Vicinity 

 Wiegand 

 

   Proximity Mifare/Vicinity

Transition 

Mini-Mullion 

Mini-Mullion 

100 

 200 Mifare Vicinity
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通用电气 ( 上海 ) 贸易有限公司

安防业务

智能监控

规格

订购信息
部件号 说明 装运重量

�W�i�e�g�a�n�d 接口单元 

430222001

430222002

430222003

430223001

430223002

430223003

 

430187001

430160001

 

T-100 Transition Mini-Mullion 125kHz

T-100 Transition Mini-Mullion 125kHz

T-100 Transition Mini-Mullion 125kHz

T-200 Transition Mini-Mullion 13.56MHz

T-200 Transition Mini-Mullion 13.56MHz

T-200 Transition Mini-Mullion 13.56MHz

0.55 Ibs

0.55 Ibs

0.55 Ibs

0.50 Ibs

0.50 Ibs

0.50 Ibs

Wiegand   (WIU-2) 

Wiegand   (WIU-4) 

Mini-Mullion 8RP M2000 Wiegand 

(WIU-2 WIU-4) Wiegand F/2F 

Belden 8723 

(REX) 

T-100  T-200

UL294,  FCC,  CE

1.72" (44 mm) W x 4.2" (107 mm) H x 1.0" (25.4 mm) D

-31°  +149 °F (-35°  +65 )

PBT  GE Valox 364

5-16 VDC

125 kHz

 55 mA  167 

mA 

0.55 Ibs

GE Security ProxLite, Entree Prox, 

HID Proximity

125 kHz =  3" (762 mm) *

Wiegand  - 18 AWG: 500 ft (152 m) ;  22 AWG ;  200  ft (60 m) 

 WIU-4  WIU-2  3000'

 5  22 AWG (  18 AWG)

13.56 MHz

 55 mA  80 

mA 

13.56 MHz =  3" (762 mm) *

ISO 15693:

HID iClass, Inside Contactless Picotag, ST 

Microelectronics, Texas Instruments 

Tag-IT, Phillips iCode

ISO 14443A:

Mifare, DESFIRE

0.50 Ibs
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